
ASSEMBLY INSTRUCTION
VANTRO 3SEATER CHAISE WITH CONSOLE 
ITEM CODE 83809/83810/83805
Imported by Amart Furniture Pty Ltd, Qld, Brisbane Australia.
For any assistance with assembly or for missing parts please phone 
Amart Furniture, Customer Service Free call 1800 351 084
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Depth: 185cm

Imported by Amart Furniture Pty Ltd, Qld, Brisbane Australia.
For any assistance with assembly or for missing parts please phone
Amart Furniture, Customer Service Free call 1800 351 084



PRE‐ASSEMBLY PREPARATION

Before you start:
1. Choose a clean, level, spacious assembly area. Avoid hard surfaces that may

damage the product
2. Take care when lifting. Product should be assembled as near as possible to

the point of use
3. Ensure that you have all required contents for complete assembly
4. Always read the assembly instructions carefully before beginning assembly.
5. Keep all hardware parts and packaging out of reach of small children.
6. Do not over tighten the screws and bolts as this may damage the threads
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WARNING
• Do Not allow children to play on this mechanised furniture or 

operate the mechanism. Leg rest folds down on closing so that 
a child could possibly be injured. Always leave in an upright and 
closed position. Keep hands and feet clear of mechanism. Only 
the occupant should operate it.



Step1: Locate and remove the recliner power pack (fixed to the mechanism) 
from underneath the one arm recliner seat. 

Step2: Remove the box tied to the mechanism post at the rear of the one 
arm recliner. This contains the wing and fittings.
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Power Pack

Power Parts Connection

Transformer

Transformer cable

Power cable

Transformer cable

1pcs

Transformer Power cable

1pcs1pcs

Left wing

1pcs 2pcs

Bolt Nut

2pcs



Step3: Turn the wing on its side and screw the short end of the bolts 
provided into the base of the wing.

Step4: Carefully tilt the one arm recliner forward and lay flat so that you 
have access to the underside of the chair. Connect the wing to the one 
arm recliner base by placing the wing with bolts into the pre drilled 
holes at the rear of the recliner arm. Open the zipper pocket at the 
bottom of the recliner and secure the wing piece to the recliner arm by 
tightening nuts onto the bolts. Zip up pocket. 
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Step5: Connect the recliner backrest to the seat by sliding the backrest 
receivers into the steel mechanism posts at the rear of the seat. Press 
firmly and evenly down on both sides of the backrest to ensure this is fully 
locked into place.

Step6: Locate and remove the power cord, reading light, light extension 
cord, ring cover and sofa legs from the zipper pocket in the bottom of the 
console. 
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Receiver at bottom 
of back rest  

slide receiver 
into post

Mechanism post 
at rear of seat

Power Cord

1pcs

Reading Light

1pcs

Light Extension Cord

1pcs 4pcs

Sofa Leg Ring Cover

1pcs



Step7: Secure the 4 x sofa legs provided onto each corner of the console by 
placing the feet in the pre‐drilled holes and turning the feet in a clockwise 
direction to tighten.

Step8: Return the console upright to fix the reading light at the top rear panel 
and then connect light extension cord with socket cord inside console. 

6

Connect reading light 
with extension light 
cord Base

Connect light extension cord 
with socket cord inside console

Button Switch at the 
front of light bar

Go through ring cover then 
sleeve reading light post at 
the base inside console

Ring Cover



Step9: Carefully locate and remove the Armless Chair headrest with fittings
and sofa legs from the large zipper underneath the Armless Chair seat.

STEP10: Secure the 4 x sofa legs provided onto each corner of the armless 
chair by placing the feet in the pre‐drilled holes and turning the feet in a 
clockwise direction to tighten.

Hexagon 

wrench

Spring washer       
(16*10*2MM)

Hexagon nut
(M10)
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Headrest

1pcs 2pcs

Arched washer 
(35*10*5MM)

Flat washer 
(32*10*2MM)

2pcs2pcs 2pcs 1pcs 4pcs

Sofa Leg
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Step11: Remove protective packaging from the headrest. Then remove the  
hexagon nut, spring washer and the flat washer from the headrest bracket. 
Leave the arched washers attached to the brackets of the headrest. Then 
insert the headrest bracket into holes of backrest frame of the armless 
chair.

Base inside

Base inside

Headrest bracket inside frame

flat washer
spring washer
hexagon nut

Frame of backrest

Headrest bracket

Arched washer

Step12: Carefully tilt the armless chair forward and lay flat. Hold this in 
position and support headrest so that you have access to the underside 
of the chair and unzip the base. Attach the flat washer, then spring washer, 
and finally fix with hexagon nut to the headrest bracket. Then use hexagon
wrench to tighten the headrest brackets into the backrest frame. Close the 
zipper on the base and return chair into upright position.



Step13: Locate and remove chaise sofa feet box that is placed inside the 
zipper pocket underneath the chaise seat. Using the M8X60 bolts and 
washers, screw the side feet into the pre‐drilled holes in each corner at 
bottom of the chaise using a screwdriver.

Step14: Using the M8X60 bolt and washer, screw the support foot into the 
pre‐drilled hole at bottom of the chaise using a screwdriver.
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Arm Side

Bolt (M8X60) Washer 
(18*8.5*2MM)

6pcs

Support foot 
(7*7*4.5CM)

Side foot 
(10.6*10.6*5CM)

1pcs 5pcs

6pcs

Turn the screwdriver 
clockwise to tighten 
bolts 



Step15: Repeat steps 2‐5 for wing and backrest assembly of chaise seat. 

Step16: Connect all 4 pieces from right to left. Begin with the right hand 
facing piece, then console, then armless chair, then left hand facing piece. 
Slide clips together then press the front and rear sides to ensure the clips are 
connected all the way to the bottom.

Step17: Plug power parts connection (refer to step 1) into socket at 
back panel of reclining seat, also plug power cord at back panel of 
console, then connect both of them into power source / wall.
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*Note: The armless chair and console can be swapped around!*

IMPORTANT NOTE: PLEASE ENSURE THAT ALL ELECTRICAL CORDS AND CABLES ARE CLEAR 
OF THE FRAME AND MECHANISM. FAILURE TO DO SO MAY SEVER YOUR POWER CORD 
RESULTING IN SERIOUS INJURY OR DEATH. 
SAFETY NOTE WARNING! AVOID POTENTIAL EQUIPMENT DAMAGE OR ELECTRIC SHOCK! 
DO NOT PLACE THE TRANSFORMER UNDER OR WITHIN THE RECLINER STRUCTURE. DO 
NOT COVER THE TRANSFORMER. KEEP IT IN AN OPEN, WELLVENTILATED AREA FREE FROM 
FOREIGN MATERIAL / DEBRIS TO ENSURE PROPER OPERATION.



Step18: Your sofa should now recline. Refer to the below diagram on how 
to use the switch.

ASSEMBLY IS COMPLETE
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Seat Open

Seat Close

USB Charging
USB‐C Charging
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